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Equipment Selection Form
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VZN (CPP) SERIES EXPLOSION-PROOF PLUGS EQUIPMENT SELECTION FORM

Explosion 
protection 

marking

 Ex d IIC Gb U   Ex e II Gb U     Ex ia IIC Ga U

 Ex d I Mb U      Ex e I Mc U      Ex ia I Ma U
Operating temperature from “____” tо “____”

Ingress 
protection  IP66  IP67  IP68

Climatic
category

 NF1	  NF2	  NF3	  NF4	  NF5	  MU1	

 F1	  F2	  F3	  F5	  W2.13**	  MU2	  MU4

 Т1	  Т2	  Т3	  Т5	  W5	  MU3

Material of 
enclosure

 Nickel-plated brass		   Brass  Corrosion-resistant aluminum alloy 

 Stainless steel 08X18H10 (AISI304)  Stainless steel 03X17H13M2 (AISI316) 

Options, accessories and versions 
(straight thread only)  Locknut KG  External sealing ring UKF
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Table of threads 
Choosing of dimension-type 

Dimension-
type М, GOST 24705-81 R, GOST 6211-81 N, NPT G, GOST 6357-81

02 M12x1,5 ¼" ¼" ¼"
01 M16x1,5 ⅜" ⅜" ⅜"
1 M20x1,5 ½" ½" ½"
2 M25x1,5 ¾" ¾" ¾"
3 M32x1,5 1" 1" 1"
4 M40x1,5 1¼" 1¼" 1¼"
5 M50x1,5 1½" 1½" 1½"
6 M62x1,5 2" 2" 2"
7 M75x1,5 2½" 2½" 2½"
8 M90x1,5 3" 3" 3"

10 M100x1,5 4" 4" 4"

                                                      Straight thread, straight pipe thread                                                           Taper thread, pipe taper thread 

                                                       

Quantity of plugs, pcs  pcs (not less than 3)

Customer’s 
notes

Contact 
details

Company: Tel./Fax:

Mailing address:

Contact person: E-mail:




